SA24-120-14N
m Sektorantenne 2,4GHz 120°14dBi m

Best.Nr. 18656.14

Professionelle Sektorantenne 2.4GHz fur Aussen-
einsatz. Zur groR3flachigen Ausleuchtung von
Hotspots, Hallen, Freiflaichen usw. Horizontaler
Offnungswinkel ca. 120° AnschluR N -Buchse.
Das mitgelieferte Montagematerial erlaubt das

Professional sector antenna 2.4GHz for indoor or
outdoor use. Used for illumination of large areas
like hotspots, halls, yards etc. Horizontal HPBW
120°% N female connector. The included mounting
hardware allows a downtilt of up to 30°

Neigen der Antenne bis ca. 30°

SPECIFICATIONS

Frequenzbereich / Frequency Range :

2400~2483.5 MHz

VSWR : <20

Impedanz / Impedance : 50Q +5Q
Gewinn / Gain : 14 dBi
Polarisation: Vertical

Max. Belastbarkeit / Power rating: 10 Watt
Offnungswinkel / Beam Width: H: 122,5°/ E: 10°
Anschluf3 / Connector: N Female
Temperaturbereich / Operation Temp.: |-30°... +60°

Material:

Radome: ABS + Fibreglass
Mount: Zinc, Aluminum

Abmessungen / Dimensions:

880 x 130,6 x 70 mm

Gewicht / Weight:

2220g * 209

Farbe / Color:

Gray

3D lllustration
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Abmessungen / Dimensions

=04
[ ]

WiMo Antennen und Elektronik GmbH

Am Gaxwald 14, D-76863 Herxheim Tel. (07276) 96680 FAX 9668-11
http://www.wimo.com ) e-mail: info@wimo.com




