‘

SPECIFICATION
= J#F MODEL
EEET " cx-230L

SN -, IMPEDANCE/S0 Ohms.

ACTUATION DATA:

VOLTAGE :

Pull in sereeeereseenes 10Vdce - 14Vde (12Vde Nominal)
Drop out sreeeeeeeees 3.0Vde Min.

Current seeereeseenenes 160mA @12Vde 20T

Coil resistance -+ 75 Ohms 10% 20T

SWITCHING TIME :
Pull in -eeeserereseresnoraseses 20ms max.
Dr()p ‘)ut --------------------- lsmﬁ max.

MECAHANICAL:

Contact Arran@ement o, SPDT

Operational temperatune ss=rrrsrrrssrmirisamrims e - 25T to + 50T (Max Temperature Rise20¢)
WEIZRE srorrrrraresarsrssssirnrstssmersrsissinnarnsssssmersssasssasssasesease Approx  230gs.

MOUNIFIE  srorrrermrmssrmsrsssrnsmasssassssssssssnss s ssasasssnasasasannanee Two screws

Cable cONNEections srerrrsrsrrsrmirrsirmrsrirssrisrararssrarans 3 BNC-LR Type female connectors

ELECTRICAL CHARACTERISTICS :
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COIL CHARACTERISTICS :
Nominal Voltage Voltage Range Coll Resistance Ohms
12Vde 10Vde - 14Vde 75 £10% 20C

Note : Other voltages are also avallable at option.



DIMENSIONS
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Name Plate

WSCALE m/n



