SPECIFICATION
MODEL
CX-600NL

IMPEDANCE/S0 Ohms.

ACTUATION DATA:

VOLTAGE :

Pull in e 10Vde - 14Vde (12.0Vde Nominal)
Drop out sseseee =+ 3.0Vdc Min.

Current sseeseesessne 160mA @12Vdc 20T

Coil resistance -+ 75 Ohms 10% @20C

SWITCHING TIME :

()perate ........................... 20ms max.

Release sorerereiiiiai 15ms max.

LIFE EXPECTANCY - 1.000,000. Operation min.

MECAHANICAL :

Contact Arrangement seeseeees LTI T LT T T LTI inanan PETTTPEr TS SPDT

S“rltchlng Omraﬁon ................................................... Failsafe.

ODerational tEMPEerature srersresrsrsismarans. eesrarmntrarerernry -25T to + 50T Max Temperature Rise:20¢)
Weight  srrerrrermerimssrssiirssssimsssisssssrsisars s, Approx 240gs,

MOUNEIE srrerrerersrnrmsrsrmemsmrssararnnnsrsrmessssinsassrnssararssssssrnes TWO SCrews

Cable connections «r-+= eesvesevacee sassresnonesese rrsrenssrsenennes 3 N Type female connectors

ELECTRICAL CHARACTERISTICS :
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COIL CHARACTERISTICS :

Nominal Voltage Voltage Range Coll Resistance Ohms
12Vde 10Vdc - 14Vde 75 £10% 20C

Note : Other voltages are also available at option,



N Female WSCALE m/n

~N
[7 N Female 3
-
I
';l! @ Name Pate
8 = B i
O
' !=~
y —— ——— _— !
. ns \ w
16205 | o5 g2 16 %0 182 o:M3
/N Female 5/8-24NEF-2A 25
Topial OocitiigCarves’ s
.......................... Fan WY Fa
O =D
130 g .
gl $1 — K .'-._’
O~
Lo .

. 182 \| " 2938

— o O

o——o" AF c'm':do




