Dreiband Rundstrahler UMTS, D-, E-Netz
Best.Nr. 60057.01

Rundstrahlende Antenne far
GSM/DECT/UMTS, betriebsfertig  mit
Kabel ausgestattet. Nutzbar fuar alle
Mobilfunkdienste wie GSM D-Netz, E-
Netz, DECT und UMTS. Die grole
Frequenzbandbreite ermdglicht die
flexible Nutzung aller mobilen
Datendienste wie GPRS, EDGE, 3G und
HSPA. Mit einem relativ hohen Gewinn
von bis zu 9dBi eignet sich die Antenne
auch fur schwierige Verhaltnisse und
schwache Signale. Das mitgelieferte
LowLoss Kabel hat 5m Lange und ist mit
einem SMA-Stecker ausgerlstet. Damit
passt es an viele GSM-Modems und
Telefone. Der Strahler ist nicht geerdet
und ist damit fir Modems geeignet, die
den Gleichstromwiderstand auf dem
Koaxanschluly auf Fehler Uberprufen. Ein
Montagewinkel zur Wandmontage ist im
Lieferumfang enthalten. Lange 820mm,
Gewicht 1080g.

Specifications

Frequency Range 900/1800/1900/2100 MHz

VSWR <19
Impedance 50Q

Gain 9dBi
Connector SMA male

Operation Temp. -40° ~ +65°

Dimension (L*W*H) | 820*19*19 mm

Cable Low Loss 5m
Power handling 50W
part no. 60057.01

Omnidirectional antenna for
GSM/DECT/UMTS, equipped with cable
ready. Available for all GSM mobile
services such as D-, E-Network, DECT
and UMTS. The Ilarge frequency
bandwidth allows the flexible use of all
mobile data services like GPRS, EDGE,
3G and HSPA. With a relatively high gain
of up to 9 dBi the antenna is suitable for
difficult conditions and weak signals. The
supplied low loss cable has 5m length
and is equipped with an SMA connector.
To fit on many GSM modems and
phones. The emitter is not grounded and
therefore suitable for modems which
check for cable faults by measuring the
DC resistance on the coaxial cable. A
mounting bracket for wall mounting is
included. Length 820mm, weight 1080g.
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900/1800/1900/2100 MHz OMNI 9dBi
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1 | FREQUENCY RANGE : 900/1800/1900/2100 MHz 8 |Antenno Coble : LOW LOSS CLF200 —_ mm
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6 | Dimensions : L820xW19xHIS mm 13
7 | Antenna Type : OMNI




