
                                                                                                                         

 

WiMo Antennen und Elektronik GmbH 
Am Gäxwald 14,  D-76863 Herxheim  Tel. (07276) 96680   FAX 9668-11  

http://www.wimo.com                     e-mail: info@wimo.com 

 

CG-CTU 
Remote control for CG antenna tuners 

 
 

Remote control for CG-3000 
The remote control unit for CG autotuners offers 
the features to switch the power supply for the 
tuner, start a tune cycle and show the current 
status ('tuned'). Comes with approx. 10m control 
cable and DC cable for Icom and Universal 
adapter. Weight 750g. 
 

Fernbedienung für CG-3000 
Das Steuergerät für CG-Automatiktuner bietet die 
Möglichkeiten den Tuner ferngesteuert 
abzuschalten, einen Abstimm-Vorgang zu starten 
und zeigt den Status ('abgestimmt') an. Wird mit ca. 
10m Steuerkabel zum Tuner und 
Stromversorgungskabel für Icom und universellen 
Anschluß geliefert. Gewicht 750g. 
 

                           

 
 
 
 
 
 

Operation 
 
ON/OFF switch 
It is used to switch the DC power supply to the 
tuner. 
 
POWER indicator 
This indicator lights when DC power is switched 
on. 
 
TUNED indicator 
lights after a tuning sequence is completed. 
 
TUNE button 
Starts a tune cycle.  
 

Betrieb 
 
ON/OFF 
Schaltet die Betriebsspannung des Tuners  
 
"POWER"-LED 
Betriebsanzeige 
 
"TUNED"-LED 
Leuchtet wenn der Tuner einen Abstimmvorgang 
beendet hat 
 
TUNE-Taster 
Startet einen Abstimm-Vorgang. 
 
 

 

 
Installation / Anschluß 
 

 plug 10m cable with 4-pin connector into tuner 

 plug 10m cable with 4-pin connector ino control unit 

 Connect the supplied power cable either to an Icom radio with 4 pin “Tuner” socket, 
or use the provided adaptor cable with 2 wires (red/black) to connect the CTU to any 13.8V DC source. 
Red = positive voltage (+), Black = ground (-).  

 


